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17-Gallon Poly Low-Profile 
Oil Drain with Foot Pump

JDI-17FPLP

NOTABLE FEATURES
• 7-3/4” ground clearance
• Reinforced ribbing provides 

added support
• 4” caster design provides 

superior stability and mobility
• Recessed drain valve for 

optimal protection

This low-profile oil drain is designed for use with heavy-duty trucks, buses, 
RVs and other heavy-duty equipment. Ideal for use with oil and engine  
coolants, this high-impact, dent-resistant polyethylene tank is strong, durable 
and lightweight for easy handling. The Foot Pump transfers used oil and other 
nonflammable fluids into a waste containment system. The pump siphons 
fluids a variety of drain styles and capabilities.

Specifications JDI-17FPLP
Gallons 17 Gallons

Material Polyethylene

Size 49”L x 29-1/2”W x 7-3/4”H

Weight 47 lbs.

17-Gallon  
Polyethylene 
Tank

8’ Discharge 
Hose with 
J-Hook

6’ Suction Hose 
1” in Diameter

4” Swivel
Casters

Foot Pump

Expanded Metal Shield 
Reduces Splashing

30” Foldable 
Long-Reach 
T-Handle

This Foot Pump transfers used oil and other nonflammable fluids from low-profile oil drains into a waste 
containment system. Perfect for shops who handle multiple types of fluids without using a diaphragm 
pump for transferring  fluids, this foot pump siphons fluids from a variety of drain styles.

Kit includes:
• 6’ suction hose, 1” diameter •  Ideal for use with JDI-17PLP •  8’ discharge hose with J-Hook 
•  Constructed of durable polypropylene     •  Approximately 8 strokes per gallon

Evacuation Foot Pump
JDI-FP1


